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Animal Weighing Mode allows you to quickly and
accurately determine the weight of any live or
unstable subject.

Automatic Adjustable Environment Setting Adapts to
the most suitable Environment Response Setting auto-
matically with one-touch key operation. The response
annunciator displays “FAST”, “MID” and “SLOW.” (GX-K)
Manual response adjustment can be set by MODE key
and response speed can be adjusted as FAST, MID or

Standard comparator function offers increased flexibility
and compatibility for a vast number of applications. You
can input a target weight and acceptable over and under
limitations through either the keyboard or by placing
samples on the pan. Hi, OK or Lo will be indicated on
the display as the comparison results.

SLOW. (GF-K)

Automatic Counting Accuracy Improvement (ACAI) is a
novel and useful approach to insuring the utmost in
performance when counting even the smallest of items.
ACAI automatically updates and refines the average
piece weight used to determine the total quantity.

reference mass.
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GLP/GMP/GCP/ISO Compliance

Allows GLP or LIMS balance management by outputting the Balance ID
number and data used to calibrate the balance. The data can be output to
A&D’s AD-81218B printer or a computer, indicating date, time, Balance ID
number, serial number and calibration data.

Simply place the reference mass on the pan to register
its weight and then enter the percent mode.
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ID Number

The balance ID number can be set. It is used to identify the balance when
GLP is used. The ID number is memorized and maintained once it is fixed,
even if the AC adapter is removed.

(GX-04 Comparator out)

Percentage function facilitates an effective and quick
comparison of a sample or commodity against a known

Overall capacity indication is a unique and helpful
feature of the GF. By indicating how much of the bal-
ance’s capacity has been filled, the risk of overloading
the balance is minimized.
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Smart Range Function (GX/GF-8K2/32K only)

Fine weighing is possible even with a heavy container for more accuracy.

Time & Date (GX-K only)

Standard Time & Date Function complies with GLP and Interval Weighing in
the Data Memory Function.

Auto Self Checking

Automatically checks itself when setting the Automatic Adjustable
Environment.

Auto Power On Function
Plug it in and it turns itself on without pressing ON/OFF key.

Display Auto Power Off Function

Display turns off after 10 minutes of inactivity. (can be disabled when
undesired)

Interval Time Setting

Weighing intervals of 2, 5, 10, 30 seconds and 1, 2, 5, 10 minutes in the
Data Memory Function.

Auto Re-Zero Function
Re-zeroes automatically after data output.

Data Memory Function

Format the Data Memory Function for:
GX-K e 200 sets of weighing data
e 100 sets of weighing data with Time & Date

e 50 sets of GLP Data - Time & Date, Calibration Data,
ID number and Serial number

50 sets of Unit Weight for Counting Mode

20 sets of Upper and Lower Limit Values for Comparator Mode
20 sets of Tare Value

GF-K * 40 sets of weighing data

50 sets of Unit Weight for Counting Mode

20 sets of Upper and Lower Limit Values for Comparator Mode
20 sets of Tare Value

Multiple Weighing Units & Programmable Unit

Uses Programmable or standard units of measure. (g, ct, dwt etc.)

Quick Reference Card
A fast, convenient operating guide installed at the bottom of the balance.



