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Overview

On the following pages you will find an overview of the laboratory weighing balances including NTEP and intrinsically
safe models, moisture analyzers and viscometers.

Warranty and Support

All balances listed in this catalog are backed by our industry leading 5 year warranty with the only exceptions being the
EK-AEP Intrinsically Safe balance and viscometers (2 years).

A&D products are serviced and supported by both A&D and our extensive network of weighing partners who assist with:

* Post sales service and support
» On-site setup and calibration



Micro and Semi Micro Balances

Borealis BA Series

« Internal calibration with auto-self calibration feature to adjust for temperature variations ensuring consistent measurements.
» 5" color touch screen display makes operation a breeze.

» Automatic doors controlled by IR sensors allow for smooth and efficient access to the weighing chamber.

+ Standard with External ionizer to eliminate errors due to static electricity.

+ Standard Bluetooth, RS232, USB-A, USB-B and Ethernet communications allow for easy system integration.

* Industry leading 5-year A&D warranty.

Part Number Description Pan Size
BA-6TE 6.2 g x 0.001 mg with touch screen display, external ionizer and automatic doors 2 0.98"
BA-6E 6.2 g x 0.001 mg with LCD display, external ionizer and automatic doors 2 0.98"
BA-6TDE 2.1g/6.2gx0.001 mg/0.01 mg with touch screen display, external ionizer and automatic doors 2 0.98"
BA-6DE 2.1 g x0.001 mg /6.2 gx0.01 mg with LCD display, external ionizer and automatic doors 2 0.98"
BA-225TE 220 g x 0.01 mg with touch screen display, external ionizer and automatic doors 2 0.98"
BA-225 220 g x 0.01 mg with LCD display and automatic doors @ 3.5"
BA-225DTE 51 g/220 g x 0.01 mg /0.1 mg with touch screen display, external ionizer and automatic doors 2 0.98"
BA-225D 51 g x 0.01 mg /220 g x 0.1 mg with touch screen display and automatic doors @ 3.5"
BA-125DTE 51g/120 g x 0.01 mg / 0.1 mg with touch screen display, external ionizer and automatic doors @ 3.54"
BA-125D 51 g x0.01 mg/120 g x 0.1 mg with LCD display and automatic doors @ 3.5"
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Micro and Semi Micro Balances
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¥ + Standard AD-1688 USB data acquisition tool for recording
weighing data and environmental parameters, exportable data.
* Internal calibration with Auto-Self Calibration feature to adjust
for temperature variations.
* Built-in temperature, humidity, and atmospheric pressure
sensors, built-in fan-less ionizer.
* Industry leading 5-year A&D warranty.

Part Number Description Calibration Type Pan Size
BM-5 5.2 g x 0.001 mg Micro Balance with RS-232C Internal (ASC) 2 0.98"
BM-5D 2.1g/5.2gx0.001 mg/0.01 mg Micro Balance with RS-232C Internal (ASC) 2 0.98"
BM-20 22 g x 0.001 mg Micro Balance with RS-232C Internal (ASC) 2 0.98"
BM-22 5.2 g/22gx0.001 mg/0.01 mg Micro Balance with RS-232C Internal (ASC) 2 0.98"
BM-252 250 g x 0.01 mg Semi-micro Balance with RS-232C Internal (ASC) @ 3.54"
BM-200 220 g x 0.1 mg Analytical Balance with RS-232C Internal (ASC) @ 3.54"
BM-300 320 g x 0.1 mg Analytical Balance with RS-232C Internal (ASC) @ 3.54"
BM-500 520 g x 0.1 mg Analytical Balance with RS-232C Internal (ASC) @ 3.54"

4 andweighing.com




Semi-Micro and Analytical Balances
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Borealis BH-T Series

 5-inch color touchscreen for maximum operability and
enhanced functions.

+ Standard external ionizer for removing static.

+ Automatic opening/closing breeze break for touchless,
gloved operation.

* GLP, GMP and ISO compliant, data memory function.

» Easy disassembly design for fast, efficient cleaning
and maintenance.

* Industry leading 5-year A&D warranty.

Borealis BH Series

 Impact Shock Detection (ISD) to help avoid errors or
damage due to impact loads.

+ Standard external ionizer for removing static.

» Automatic opening/closing breeze break for touchless,
gloved operation.

* GLP, GMP and ISO compliant, data memory function.

» Easy disassembly design for fast, efficient cleaning
and maintenance.

* Industry leading 5-year A&D warranty.

Part Calibration

Part Calibration Pan Description

Number

Description

Type

Size
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Number

Type

220 g x 0.01 mg with BH-225 220 g x 0.01 mg with Internal @ 90mm
BH-225TE RS-232C & USB Internal @ 90mm RS-232C & USB-C
220/51 g x 0.1/0.01 mg BH-225D | 220/51 g x 0.01/0.1 mg Internal 2 90mm
BH-225DTE | ith Rs-232C & USB Internal | @ 30mm with RS-232C & USB-C
220 g x 0.1 mg with BH-124 120 g x 0.1 mg with Internal 2 90mm
BH-224TE 1 1
RS-232C & USB nternal | @ 90mm RS-232C & USB-C
320 x 0.1 mg with BH-224 | 220 g x 0.1 mg with Internal @ 90mm
BH-324TE Internal @ 90mm
RS-232C & USB RS-232C & USB-C
BH-324 320 g x 0.1 mg with Internal 2 90mm
RS-232C & USB-C




Semi-Micro and Analytical Balances

Phoenix GH Series

+ Classic Ordinal Electromagnetic Sensor technology provides
excellent accuracy and precision.

» One-Touch automatic self-calibration with one push of the CAL key.

» Automatic adjustable environment settings.

* GLP, GMP and ISO compliant, data memory function.

 Anti-static glass, RS-232C and auto power feature.

* Industry leading 5-year A&D warranty.

Part Number Description Calibration Type Pan Size
GH-120 120 g x 0.1 mg with RS-232C Internal 2 3.6"
GH-200 220 g x 0.1 mg with RS-232C Internal 2 3.6"
GH-300 320 g x 0.1 mg with RS-232C Internal 2 3.6"
GH-202 220/51 g x 0.1/0.01 mg Semi-micro with RS-232C Internal @ 3.6"
GH-252 250/101 g x 0.1/0.01 mg Semi-micro with RS-232C Internal @ 3.6"
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Analytical Balances

Apollo GX-AE Series

* One-Touch internal calibration with Built-in Fan-less lonizer.

» Advanced Weighing Technology Smart SHS weighing for
faster performance.

+ Solid construction: Full metal housing, Impact Shock
Detection/overload protection, easy leveling with large LED
illuminated level and large thumbwheel adjustment.

» Multi-functional Connectivity: USB & RS232 (9 pin) -
Bluetooth accessory.

 Full GLP compliance, password protection, keylock, UFC
for label printing.

* Industry leading 5-year A&D warranty.
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Apollo GX-A Series

One-Touch internal calibration. Advanced Smart SHS
weighing for faster performance.

Solid construction: Full metal housing, Impact Shock
Detection/overload protection, easy leveling with large LED
illuminated level and large thumbwheel adjustment.
Multi-functional Connectivity: USB & RS232 (9 pin) -
Bluetooth accessory.

Full GLP compliance, password protection, keylock, UFC
for label printing.

Industry leading 5-year A&D warranty.

Part
Number

Description

GX-124A 120 g x 0.1 mg w/ USB & RS-232C 2 3.6"

GX-124AN 120 g x 0.1 mg w/ USB & RS-232C,

NTEP Class |, e =0.001 g @36

GX-224A 220 g x 0.1 mg w/ USB & RS-232C @ 3.6"

GX-224AN 220 g x 0.1 mg w/ USB & RS-232C,

NTEP Class 1,e=0.001g 236

GX-324A 320 g x 0.1 mg w/ USB & RS-232C @ 3.6"

GX-324AN 320 g x 0.1 mg w/ USB & RS-232C,

NTEP Class 1,e=0.001g 236

AL Description
Number P

GX-124AE 129 g.x 0.1 [ng \fv/ 5JSB & RS-232C, @ 3.6"
built-in static eliminator

GX-124AEN | 120 g x 0.1 mg w/ USB & RS-232C,
built-in static eliminator, NTEP Class |, J 3.6"
e=0.001g

GX-224AE | 220901 mg w/ USB & RS-232C, z3.6"
built-in static eliminator

GX-224AEN | 220 g x 0.1 mg w/ USB & RS-232C,
built-in static eliminator, NTEP Class |, 3 3.6"
e=0.001g

GX-324AE | 2209 x0.1mg w/ USB & RS-232C, 236"
built-in static eliminator

GX-324AEN | 320 g x 0.1 mg w/ USB & RS-232C,
built-in static eliminator, NTEP Class |, @ 3.6"
e=0.001g
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Analytical Balances
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Apollo GF-A Series

External calibration. Advanced Smart SHS weighing for

faster performance.

Solid construction: Full metal housing, Impact Shock
Detection/overload protection, easy leveling with large LED
illuminated level and large thumbwheel adjustment.
Multi-functional Connectivity: USB & RS232 (9 pin) -

Bluetooth accessory.

Full GLP compliance, password protection, keylock, UFC

for label printing.
Industry leading 5-year A&D warranty.

Part Number Description Calibration Type Pan Size
GF-124A 120 g x 0.1 mg with USB & RS-232C External 9 3.6"
GF-224A 220 g x 0.1 mg with USB & RS-232C External 9 3.6"
GF-324A 320 g x 0.1 mg with USB & RS-232C External 9 3.6"

Calibration Weight Sets

Calibration weights for manufacturing and
laboratory weighing equipment. To maintain your
weighing device accuracy and for Legal for Trade
applications, it is important to use a reliable and
certified test weight.

Calibration Class | and Il balance in accordance
to Handbook 44

Suitable for student laboratory use, rough
weighing operations

Tolerance testing and verification checks
Calibration shift test & calibration adjustment
Sensitivity testing

andweighing.com




Analytical Balances

Fortis FZ Series

* Internal calibration at the touch of a button.

» Robust construction, fast compact SHS Sensor with 2 second
response time (approx.).

» Large breeze break with rotary sliding doors saves
bench space.

» Reverse backlit LCD display for easy to read weighing results.

» Standard RS-232C and USB.

* Industry leading 5-year A&D warranty.

"

Fortis FX Series

» External calibration.
* Robust construction, fast compact SHS with 2 second

response time.

» Large breeze break with rotary sliding doors saves

bench space.
» Reverse backlit LCD display for easy to read weighing results.
» Standard RS-232C and USB.
* Industry leading 5-year A&D warranty.

Part Describtion Calibration Pan
Number P Type Size
FZ-104 102 g x 0.0001 mg with Internal 9 3.6"
RS-232C & USB

FZ-154 152 g x 0.0001 mg with Internal 2 3.6"
RS-232C & USB

FZ-254 252 g x 0.0001 mg with Internal @ 3.6"
RS-232C & USB
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Part Description Calibration P.an
Number Type Size
FX-104 1R082-293)2( g '203;;‘9 with External 2 3.6"
FX-154 :25)32:33)2( g '203 ;:g with External | ©3.6"
FX-254 2R582_§3>2( g '203;:9 with External | ©3.6"




Milligram and Toploader Precision Balances

Apollo GX-A and
GX-AN NTEP models

* One-Touch internal calibration. Advanced Smart SHS
weighing for faster performance.

+ Solid construction: Full metal housing, Impact Shock
Detection/overload protection, easy leveling with large
LED illuminated level and large thumbwheel adjustment.

» Multi-functional connectivity with USB & RS232 (9 pin),
Bluetooth accessory available.

» Full GLP compliance, password protection, keylock,
UFC for label printing.

* Industry leading 5-year A&D warranty.

» Trade Legal Models: NTEP CoC 21-045 (shown in red).

Part Number Description Calibration Type Pan Size
GX-203A 220 g x 0.001 g with Breeze Break (3.6" high) Internal (ASC) 5.0" x 5.0"
GX-303A 320 g x 0.001 g with Breeze Break (3.6" high) Internal (ASC) 5.0" x 5.0"
GX-403A 420 g x 0.001 g with Breeze Break (3.6" high) Internal (ASC) 5.0" x 5.0"
GX-603A 620 g x 0.001 g with Breeze Break (3.6" high) Internal (ASC) 5.0" x 5.0"
GX-1003A 1100 g x 0.001 g with Breeze Break (3.6" high) Internal (ASC) 5.0" x 5.0"
GX-1603A 1620 g x 0.001 g with Breeze Break (3.6" high) Internal (ASC) 5.0" x 5.0"
GX-2002A 2200gx0.01¢g Internal (ASC) 6.5" x 6.5"
GX-3002A 3200gx0.01g Internal (ASC) 6.5" x 6.5"
GX-4002A 4200gx0.01g Internal (ASC) 6.5" x 6.5"
GX-6002A 62009 x0.01g Internal (ASC) 6.5" x 6.5"
GX-10002A 10200gx0.01g Internal (ASC) 6.5" x 6.5"
GX-6001A 6200gx0.19 Internal (ASC) 6.5" x 6.5"
GX-10001A 10200gx0.1g Internal (ASC) 6.5" x 6.5"
GX-203AN 220 g x 0.001 g with Breeze Break (3.6" high), NTEP Class Il, e =0.01 g Internal (ASC) 5.0" x 5.0"
GX-303AN 320 g x 0.001 g with Breeze Break (3.6" high), NTEP Class Il, e =0.01 g Internal (ASC) 5.0" x 5.0"
GX-403AN 420 g x 0.001 g with Breeze Break (3.6" high), NTEP Class I, e=0.01g Internal (ASC) 5.0" x 5.0"
GX-603AN 620 g x 0.001 g with Breeze Break (3.6" high), NTEP Class Il, e =0.01 g Internal (ASC) 5.0" x 5.0"
GX-2002AN 2200 g x 0.01 g, NTEP Class ll,e=0.1g Internal (ASC) 6.5" x 6.5"
GX-3002AN 3200 g x 0.01 g, NTEP Class I, e=0.1g Internal (ASC) 6.5" x 6.5"
GX-4002AN 4200gx 0.01g,NTEP Class ll,e=0.1g Internal (ASC) 6.5" x 6.5"
GX-6002AN 6200 g x 0.01 g, NTEP Class I, e=0.1g Internal (ASC) 6.5" x 6.5"
GX-10001AN 10200 g x 0.1 g, NTEP Class ll,e=1g Internal (ASC) 6.5" x 6.5"

Successor to GX Series
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Milligram and Toploader Precision Balances

Apollo GF-A Series and
GF-AN NTEP and MC Models

» External calibration. Advanced Smart SHS weighing for
faster performance.

» Solid construction: Full metal housing, Impact Shock
Detection/overload protection, easy leveling with large
LED illuminated level and large thumbwheel adjustment.

» Multi-functional connectivity with USB & RS232 (9 pin),
Bluetooth accessory available.

» Full GLP compliance, password protection, keylock, UFC
for label printing.

* Industry leading 5-year A&D warranty.

* Trade Legal models: US NTEP Coc 20-039A1, MC CoC
AM-6158 (shown in red).

Part Number Description Calibration Type Pan Size
GF-123A 120 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-203A 220 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-303A 320 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-403A 420 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-603A 620 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-1003A 1103 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-1603A 1603 g x 0.001 g with Breeze Break (3.6" high) External 5.0" x 5.0"
GF-1202A 1220gx 0.01g External 6.5" x 6.5"
GF-2002A 2200gx0.01g External 6.5" x 6.5"
GF-3002A 3200gx0.01g External 6.5" x 6.5"
GF-4002A 4200gx0.01g External 6.5" x 6.5"
GF-6002A 6200gx0.01g External 6.5" x 6.5"
GF-10002A 10200 g x 0.01 g External 6.5" x 6.5"
GF-6001A 6100gx0.1g External 6.5" x 6.5"
GF-10001A 10200gx0.1g External 6.5" x 6.5"
GF-123AN 120 g x 0.001 g with Breeze Break (3.6" high), NTEP/MC Class Il, e =0.01g External 5.0" x 5.0"
GF-203AN 220 g x 0.001 g with Breeze Break (3.6" high), NTEP/MC Class Il, e =0.01 g External 5.0" x 5.0"
GF-303AN 320 g x 0.001 g with Breeze Break (3.6" high), NTEP/MC Class Il,e=0.01g External 5.0" x 5.0"
GF-403AN 420 g x 0.001 g with Breeze Break (3.6" high), NTEP/MC Class Il,e=0.01g External 5.0" x 5.0"
GF-603AN 620 g x 0.001 g with Breeze Break (3.6" high), NTEP/MC Class Il, e=0.01g External 5.0" x 5.0"
GF-1202AN 1220 g x 0.01 g, NTEP/MC Class ll,e=0.1g External 6.5" x 6.5"
GF-2002AN 2200 g x 0.01 g, NTEP/MC Class I, e=0.1g External 6.5" x 6.5"
GF-3002AN 3200 g x 0.01 g, NTEP/MC Class ll,e=0.1g External 6.5" x 6.5"
GF-4002AN 4200 g x 0.01 g, NTEP/MC Class I, e=0.1g External 6.5" x 6.5"
GF-6002AN 6200 g x 0.01 g, NTEP/MC Class I, e=0.1g External 6.5" x 6.5"
GF-6001AN 6100 g x 0.1 g, NTEP/MC Class ll,e=1g External 6.5" x 6.5"
GF-10001AN 10200 g x 0.1 g, NTEP/MC Class ll,e=1g External 6.5" x 6.5"

andweighing.com
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Milligram and Toploader Precision Balances

Fortis FZ and FZ-WP Models

* Internal calibration, fast compact SHS weighing sensor,
1-second response time. Easy to read backlit LCD display.

+ |P65 water and dust protection (FZ-WP Models).

« Standard RS-232C, USB interface.

» Added protection with Shock absorber function and Impact
Shock Detection (ISD).

* Industry leading 5-year A&D warranty.

Part Number Description Calibration Type Pan Size
FZ-123 122 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-223 220 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-323 320 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-523 520 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-1202 1220 g x0.01 g Internal 25.91"
FZ-2202 22009 x0.01g Internal 25.91"
FZ-3202 32009 x0.01g Internal 25.91"
FZ-5202 52009 x0.01g Internal 25.91"
FZ-123WP 122 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-223WP 220 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-323WP 320 g x 0.001 g with Breeze Break (3.4" high) Internal 25.12"
FZ-1202WP 1220 g x0.01g Internal 25.91"
FZ-2202WP 22009gx0.01g Internal 25.91"
FZ-3202WP 32009gx0.01g Internal 25.91"

Note: Models with “WP” suffix are water proof.
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Milligram and Toploader Precision Balances

Fortis FX NTEP and WP Models

» External calibration, fast compact SHS weighing sensor,
1-second response time. Easy to read backlit LCD display.

« Standard RS-232C, USB interface.

» Added protection with Shock absorber function and Impact
Shock Detection (ISD).

* N models are NTEP and Measurement Canada approved.

* WP models are IP65 rated for dust and water ingress.

* Industry leading 5-year A&D warranty.

Part Number Description Calibration Type Pan Size
FX-123 122 g x 0.001 g with Breeze Break (3.4" high) External 512"
FX-223 220 g x 0.001 g with Breeze Break (3.4" high) External @5.12"
FX-323 320 g x 0.001 g with Breeze Break (3.4" high) External 25.12"
FX-523 520 g x 0.001 g with Breeze Break (3.4" high) External 25.12"
FX-1202 1220gx0.01g External 591"
FX-2202 2200gx0.01g External 2 5.91"
FX-3202 3200gx0.01g External 25.91"
FX-5202 5200 g x0.01 g External 25.91"
FX-123N 122 g x 0.001 g with Breeze Break (3.4" high) NTEP e=d =0.01 g External @ 512"

OR e=10d 0.001 g
FX-123WP 122 g x 0.001 g with Breeze Break (3.4" high) IP65 External @5.12"
FX-223N 220 g x 0.001 g with Breeze Break (3.4" high) NTEP e=d = 0.01 g External @5.12"
OR e=10d 0.001 g
FX-223WP 220 g x 0.001 g with Breeze Break (3.4" high) IP65 External 25.12"
FX-323N 320 g x 0.001 g with Breeze Break (3.4" high) NTEP e=d =0.01 g External @ 512"
OR e=10d 0.001 g
FX-323WP 320 g x 0.001 g with Breeze Break (3.4" high) IP65 External 512"
FX-1202N 1220 g x 0.01 g NTEP e=d = 0.1 g OR e=10d 0.01 g External 25.91"
FX-1202WP 1220 g x 0.01 g IP65 External 25.91"
FX-2202N 2200 g x 0.01 g NTEP e=d = 0.1 g OR e=10d 0.01 g External 25.91"
FX-2202WP 2200 g x 0.01 g IP65 External 25.91"
FX-3202N 3200 g x 0.01 g NTEP e=d = 0.1 g OR e=10d 0.01 g External 25.91"
FX-3202WP 3200 g x 0.01 g IP65 External 25.91"

Note: Models with “N” suffix are NTEP and Measurement Canada listed. Models with “WP” suffix are water proof.
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Portable and Compact Balances

EJ-3002 EJ-54D2

Newton EJ Series

» Fast response time, bright backlit LCD display,
external calibration.

» Application modes include counting, percent weighing,
accumulation function. GLP compliant.

 Security slot at the back for wire-locking to prevent theft,
stackable body to save storage space.

» Power supply: AC adapter or 4 AA size dry batteries
(batteries are not included).

* Industry leading 5-year A&D warranty.

@
ON:0px

Part Number Description Calibration Type Pan Size
EJ-54D2 22/52 g x 0.0002/0.001 g External 2 1.96"
EJ-123 120 g x 0.001 g External 24.3"
EJ-303 320 g x 0.001 g External 24.3"
EJ-120 120 g x0.01¢9 External 24.3"
EJ-200 210gx0.01g External 24.3"
EJ-300 310gx01g External 24.3"
EJ-410 410gx01g External 24.3"
EJ-610 610gx0.01g External 24.3"
EJ-1202 1200 g x 0.01 g External 5" x 5.5"
EJ-3002 3100gx0.01g External 5" x 5.5"
EJ-1500 1500gx0.1g External 5" x 5.5"
EJ-2000 2100gx0.1g External 5" x 5.5"
EJ-3000 3100gx0.1g External 5" x 5.5"
EJ-4100 4100gx0.1g External 5" x 5.5"
EJ-6100 6100gx0.1g External 5" x 5.5"
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Portables and Compact Balances

EK-AEP Series Intrinsically
Safe Compact Balances

» Conforms to: IECEx: Ex ia opis [IB T3 GaATEX: Il 1G Ex ia
opis IIB T3 Ga FM/FMc (NEC505): Class I, Zone 0, AEX/Ex
ia opis IIB T3 FM/FMc (NEC500): IS/1/1/C, D/ T3C Tamb
-25 to +40°C.

» Battery operation with up to 250 hours for portability, requires
no external power supply.

» Stainless steel weighing pan, easy-to-read bright LCD display
with backlight, external calibration.

» Application modes include counting, percent weighing,
checking sample variation Hi/Low comparator function for fast
and accurate filling, packing, sorting. Multiple weighing units.

» Options for intrinsically safe communication beyond
hazardous area.

* Industry leading 5-year A&D warranty.

ON:oRy
B8 Castrie ((ons

mox
<o #F-Zerg

EK-i Series with NTEP Models

Compact design with metal base housing, overload
protection, and large backlit LCD display.

NTEP Legal for Trade models available.

Application modes include Hi/Low comparator function,
counting, percent weighing, and 9 weighing units.

GLP compliant.

Industry leading 5-year A&D warranty.

Trade legal models: NTEP CoC 04-019A1 (shown in red).

Part Description CEULTEL Pan Size
Number P Type

EK-300AEP | 300 x 0.01g External 24.3"
Intrinsically Safe
BALANCE

EK-3000AEP | 3000 x 0.1g External 5.2" x 6.7"
Intrinsically Safe
BALANCE

EK-12KAEP | 12 kg x 0.001 kg External 5.2" x 6.7"
Intrinsically Safe
BALANCE
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Part Description SLULICLLL Pan Size
Number P Type
EK-120i 120gx0.01g External 24.3"
EK-200i 200gx0.01g External 24.3"
EK-300i 300gx0.01g External 24.3"
EK-410i 4009 x0.019 External 24.3"
EK-610i 600gx0.01g External 24.3"
EK-600i 600gx0.1g External 5.2" x 6.7"
NTEP Class Il
D=0.1g
EK-1200i 1200gx0.1g External 5.2" x 6.7"
NTEP Class I
D=0.1g
EK-2000i 2000gx0.1g External 5.2" x 6.7"
EK-3000i 3000 g x 0.1g External 5.2" x 6.7"
EK-4100i 4000gx0.1g External 5.2" x 6.7"
EK-6100i 6000gx0.1g External 5.2" x 6.7"
EK-6000i 6000gx1.0g External 5.2" x 6.7"
NTEP Class Il
D=1.0g
EK-12Ki 12,000gx1.0g External 5.2" x 6.7"
NTEP Class I
D=1.09
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High Capacity Balances

GX-L Series

» Successor to the GP Series.

» Large Reverse Backlit LCD Display.

» Swing Arm Design or deteched display.

» |IP65 Dust and Water protection, aluminum
and stainless steel construction, standard
RS232 and USB.

» Automatic Internal Calibration.

» Hi/Low comparator, accumulation function,
counting, percent and below weighing.

* LN models are NTEP and Measurement
Canada approved.

* Industry leading 5-year A&D warranty.

Part Number Description Pan Size
GX-12001L 12,000 g x 0.1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-12001LN 12,000 g x 0.1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal, 15.2" x 13.5"

NTEP/MC Class I, e=1g
GX-22001L 22,000 g x 0.1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-22001LN 22,000 g x 0.1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal, 15.2" x 13.5"
NTEP/MC Class ll,e=1g
GX-32001L 32,000 g x 0.1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal 15.2" x 13.5"
GX-32001LN 32,000 g x 0.1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal, 15.2" x 13.5"
NTEP/MC Class ll,e=1g
GX-32001LS 32,000 g x 0.1 g, 15.2" x 13.5" pan, flexible display, IP65, internal cal 15.2" x 13.5"
GX-32001LD 6,200 g x 0.1 g /32,000 g x 1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-32001LDS 6,200 g x 0.1 g /32,000 g x 1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal 15.2" x 13.5"
GX-42001L 42,000 g x 0.5 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-62001L 62,000 g x 0.1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-62001LS 62,000 g x 0.1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal 15.2" x 13.5"
GX-62000L 62,000 g x 1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-62000LS 62,000 g x 1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal 15.2" x 13.5"
GX-102000L 102,000 g x 1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal 15.2" x 13.5"
GX-102000LN 102,000 g x 1 g, 15.2" x 13.5" pan, swing arm display, IP65, internal cal, 15.2" x 13.5"
NTEP/MC Class I, e=10g
GX-102000LS 102,000 g x 1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal 15.2" x 13.5"
GX-102000LSN 102,000 g x 1 g, 15.2" x 13.5" pan, detached display, IP65, internal cal, 15.2" x 13.5"
NTEP/MC Class ll,e=10g
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High Capacity Balances

GF-M Series

» External calibration. Fast response time with Smart Hybrid
Weighing Sensor with a 1 second stabilization time.

» IP65 dust and water protection, die-cast aluminum base with
standard RS-232C interface.

» Application modes include Hi/Low comparator, accumulation
function, counting, percent and dynamic weighing, weigh below
and multiple weighing units. GLP, GMP and ISO compliant.

* Industry leading 5-year A&D warranty.

GX-M Series

» Automatic internal calibration prompted by temperature
change, and user-initiated calibration with one push of the
CAL key.

» Fast response time with Smart Hybrid Weighing Sensor with
a 1 second stabilization time.

* IP65 dust and water protection, die-cast aluminum base with
standard RS-232C & USB interfaces.

» Application modes include Hi/Low comparator, accumulation
function, counting, percent and dynamic weighing, weigh below
and multiple weighing units. GLP, GMP and ISO compliant.

* Industry leading 5-year A&D warranty.

Part Number Description Pan Size

GF-8202MD 22/8.2kgx0.01/01g 10.62" x 8.26"
GF-8202M 8.2kgx0.01g 10.62" x 8.26"
GF-10202M 10.2kgx0.01g 10.62" x 8.26"
GF-12001M 12.2kgx0.1g 10.62" x 8.26"
GF-22001M 222kgx01g 10.62" x 8.26"
GF-32001M 322kgx01g 10.62" x 8.26"
GF-32001MD 6.2/322kgx01/1g 10.62" x 8.26"

andweighing.com

Part Number Description Pan Size

GX-8202MD 22/8.2kgx0.01/01g 10.62" x 8.26"
GX-8202M 8.2kgx0.01g 10.62" x 8.26"
GX-10202M 10.2kgx0.01g 10.62" x 8.26"
GX-12001M 12.2kgx0.1g 10.62" x 8.26"
GX-22001M 222kgx01g 10.62" x 8.26"
GX-32001M 322kgx01g 10.62" x 8.26"
GX-32001MD 6.2/322kgx01/1g 10.62" x 8.26"




Moisture Analyzers

M Series

+ Fast and uniform halogen heating and uniquely designed
“SRA” filter that avoids hot spots.

 High repeatability with Super Hybrid Sensor Technology.

« Calibration function for the heating temperature with optional
AX-43 (for MS & MX).

* WinCT-Moisture displays moisture rate changes in a real time
graphing. Calculates measurement data statistics.

» Five measurement programs, and four heating modes,
memory function for save/recall test configurations.

* Industry leading 5-year A&D warranty.

Part Number Description

KF method: a way of measuring moisture content through chemical determination

With PET plastic and other materials, the MS-70 can measure a drop of moisture content of less than 1%. Specialist
knowledge is not necessary to operate the MS-70, and since measurement occurs quickly no harmful waste is produced.

MS-70 71 g x 0.0001 g (0.001% / 0.01% / 0.1% moisture content)

MX-50 51 g x 0.001 g (0.01% moisture content)

MF-50 51 g x 0.002 g (0.05% moisture content)

ML-50 51 g x 0.005 g (0.1% moisture content)
emmm oo Comparison between MS-70 and the KF (Karl Fischer) method ----------------------------- \
Example of PET plastic pellet measurement
Moisture rate Average
| A | Repeatability measurement Measurement conditions !
! verage valle | standard deviation) time !
Heating temperature 180°C
! MS-70 0.298% 0.0045% 6.8 mins Test sample 10g !
Measurements 5 times
Heating temperature 180°C
KF method 0.307% 0.0065% 19.1 mins Test sample 0.3g
: Measurements 5 times .
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Viscometers

SV Series

* Measurement of very low viscosities
- down to 1/3 of water viscosity.
Measurements possible on foaming
samples, on foam itself, on flowing or
agitated samples.

* Wide measurement range: 0.3 —
10,000mPa-s for SV-10, and 1,000
—100,000mPa-s for SV-100.

» Fast measurements: 1st result
within 15 seconds. Temperature
measurement from 0 to 160°C.

 High precision with a repeatability
of 1% of displayed value. Includes
WinCT-Viscosity software.

» Can measure directly in containers,
beakers, product packages.

» 2-year A&D warranty.

FET Description
Number P
SV-10 0.3cP-10,000 cP
SV-100 10P -1,000 P
(1,000 cP - 100,000 cP)

SV-A Series

* Measurement of very low viscosities
- down to 1/3 of water viscosity.
Measurements possible on foaming
samples, on foam itself, on flowing or
agitated samples.

* Wide measurement range: 0.3 —
10,000mPa-s for SV-10, and 1,000
—100,000mPa-s for SV-100.

» Fast measurements: 1st result
within 15 seconds. Temperature
measurement from 0 to 160°C.

 High precision with a repeatability
of 1% of displayed value. Includes
WinCT-Viscosity software.

» Can measure directly in containers,
beakers, product packages.

» 2-year A&D warranty.

RV Series

Wide measurement range from 0.3
mPa-sec-25,000 mPa-sec.
Simultaneous measurement of
temperature and viscosity.
Repeatability as high as 1% of

the measured value even with low
viscosity sample fluids.

Quick measurement in only 20
seconds. Adjustable vibration
amplitude allows changing of the
shear rate. Measurement of liquids in
motion. Simple user calibration.

LCD Display with 7-inch, color
touch-panel (RV-A). Includes WinCT-
Viscosity software.

2-year A&D warranty.

Part
Number

Description

FET Description
Number P
SV-1A 0.8 cP -1000 cP
SV-10A 0.3cP -10,000 cP
SV-100A 10P -1,000 P
(1,000 cP - 100,000 cP)

RV-10000 0.3 cP - 25,000 cP with
AD-1671A
RV-10000A | 0.3 cP - 25,000 cP with

touch controller, auto
mode and AD-1671A

Pipette and Leak Testers

Pipette Accuracy Testers

=)
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Compliant to ISO8655 for “gravimetric methods”
Three models covering a wide volumetric range
from 1pg to 1 mg.

Fast response and stabilization times with Super
Hybrid Weighing Sensor.

Data evaluation and control of the balance with
“WinCT-Pipette” software.

5-year A&D warranty.

AD-4212B-PT 110g/31g /5gx0.1 mg
/0.01 mg/0.001 mg

AD-4212A-PT 110 g x 0.1 mg

FX-300i-PT 320gx1mg

BM-14 Pipette Accuracy Testing
Kit for BM Series

AD-1690 Pipette Leak Tester
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Don't Forget About Our
Product Inspection Systems!

Product Inspection protects consumers and brands through 100% inspection. By identifying
contaminants, deformities and ensuring product quality and weight with our In-motion Checkweighers,
Metal Detectors, and X-ray Systems companies can save on rework, recall, and wasted product and
packaging materials.can be programmed to work specifically for your products. Features like masking,
missing components and misshaped product detection and identify a variety of contaminants including
bone, plastic, metal and glass come standard.

In-motion
Checkweighers

If product giveaway and fill is of concern,
checkweighers are an excellent solution.
Our line of checkweighers are modular,
easy to incorporate into your existing line,
have a small footprint, and are efficient
with the ability to process up to 400
pieces per minute! Pair with a rejector to
automate the rejection process.

Metal
Detectors

In facilities with metal machinery and
risk of metal contamination, our metal
detectors can detect ferrous, non-ferrous
and stainless steel pieces as small as
0.2 millimeters that’s smaller than a
grain of sand! These metal detectors are
stainless steel and wash down rated for
easy cleaning and maintenance.

X-ray
Systems

The ProteX X-ray series is a smart
inspection system that can be
programmed to work specifically for
your products. Features like masking,
missing components and misshaped
product detection and identify a variety
of contaminants including bone, plastic,
metal and glass come standard.

For more information, visit us at andinspection.com
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